SIDEWALK AND DRIVEWAY STANDARDS

RESIDENTIAL SIDEWALK

VARIES

1/2" PER FOOT SLOPE FOR RIGHTS OF WAY 70' OR LESS.

3/8" PER FOOT SLOPE FOR RIGHTS OF WAY GREATER THAN 70'.

1/4" PER FOOT SLOPE VARIATION

SLOPE VARIES

PROPERTY LINE

UNIFORMLY COMPACTED SUBGRADE

VERIFY LOCATION WITH PROPERTY STAKES

RESIDENTIAL AND COMMERCIAL DRIVE AND SIDEWALK

VARIES

1/2" PER FOOT SLOPE

1/4" PER FOOT SLOPE

1/2" X 4" EXPANSION JOINT

CONCRETE DRIVE

6" CONCRETE SIDEWALK

AT DRIVEWAY

PROPERTY LINE

UNIFORMLY COMPACTED SUBGRADE

1/2" X 4" EXPANSION JOINT WITH CONCRETE DRIVE

6" PORTLAND CEMENT CONCRETE WITH 6 X 6 - 10/10 PAVING MESH

(21 POUNDS PER 100 SQ. FT.)

OR

6" FIBER MESH CONCRETE

OR (FOR RESIDENTIAL ONLY)

6" ASPHALT CEMENT CONCRETE SURFACE COURSE ON 6" CRUSHED STONE BASE FROM STREET TO PROPERTY LINE.

BUSINESS DISTRICT SIDEWALK

10'-0"

5'-0"

5'-0"

1/3" PER FOOT SLOPE

4" THICK SIDEWALK

UNIFORMLY COMPACTED SUBGRADE

1/2" X 4" EXPANSION JOINT WHEN ABUTTING BUILDINGS

BUILDING OR PROPERTY LINE OR LINE 10' FROM BACK OF CURB

INSPECTIONS REQUIRED PRIOR TO PLACEMENT.

CITY OF BETTENDORF, IOWA 9-19-00